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DPS300 300A JUMPSTARTER & AIR COMPRESSOR

Model: DPS300

Order Code: 25180945

Warranty: 12 months

BEING ABLE TO GET YOURSELF MOVING WHEN SUFFERING A FLAT BATTERY 
OR EVEN A  FLAT TYRE IS ALWAYS IMPORTANT. KEEPING THIS ALL-IN-ONE CAR 
EMERGENCY UNIT CHARGED AND IN THE BOOT OF YOUR CAR WILL SAVE YOU TIME 
AND MONEY AND PROVE ITS WORTH ON COUNTLESS OCCASIONS.

The DPS300 compact 12V rechargeable jump-starter and air compressor is great for emergencies 
around the home or for the car and is ideal for ensuring you don’t get caught out by power cuts, flat 
batteries or flat tyres. The all-in-one unit features an air compressor for tyres and other inflatables, a 
jump-start utilising 300 amps (600 peak) of boost starting power for dead car/boat/van batteries, and 
a portable energy supply for DC-operated electrical appliances (e.g. auto-wrenches, portable TVs etc). 
It’s rechargeable from 230V mains power or 12V car lighter socket (both chargers supplied) and is small 
enough to keep in the boot of your car.

• Jump Starter - up to 300 amp (600 
amp peak) cranking power for jump 
starting your vehicle’s flat battery

• Air Compressor - 260 psi for fast tyre 
inflation - also includes display gauge

• DC 12V / 10 amp output socket featuring 

overload protection for use with items 
that are powered via cigarette plug

• Rechargeable via AC Adaptor 
or DC car lighter adapter

• Dimensions (WxHxD): 255 x 235 x 170mm

Features:

Air compressor with gauge 
means you’ll never be stuck with 
an under-inflated spare again!

Charge via AC power or directly 
from your car’s cigarette lighter

• Battery:  
12-Volt DC / 8Ah Rechargeable Sealed lead-
acid AGM (Absorbed Glass Mat) battery

• Compressor:  
260 PSI (18 bar) Reading Gauge

• 12V Power Socket:  
12 Volt DC / 10 Amp maximum

• AC Charging 
– maximum and initial charge time: 28 hours 
– Typical charge time: 20 ~ 24 hours

• DC Charging  
– Maximum and initial charge time: 18 hours 
– Typical charge time: 8 ~ 12 hours

Specifications:


