
PRODUCT BENEFITS
 Extends up to 4K HDMI signal up to 70 metres over a single CAT6 or CAT5e Cable
 Automatically downscales 4K to 1080p to support Remote legacy monitors etc.
 Power over Cable runs the Receiver from 1 power supply at Transmitter
 HDMI 2.0, up to 4K@60Hz 4:4:4, HDR, 18Gbps, HDCP 2.2
 HDMI Display loop out on Transmitter for local monitor
 Compact design, easy to install and simple to operate
 Retains perfect picture quality without latency (delay)
 Electronic Display IDentification pass-through
 Automatic CAT cable length equalization
 IR pass-through can be bi-directional

 Sends 4K or 1080p@60Hz Video Signals up to 70 metres

 Embedded Multi-Channel Audio & HDCP 1.4

 Built-in Electronic Display IDentification

 Efficient Power over Cable (PoC) Design

EXTENDERHDMI
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POWER SUPPLY

POWER CONSUMPTION

WORKING TEMPERATURE

RELATIVE HUMIDITY

DIMENSIONS

WEIGHT

Input: 100-240VAC, 50-60Hz; 
Output: 12VDC <1A 

4W (max)

-5 to +55°C

10 to 90%

80 x 16.8 x 80mm

Tx & Rx: 150g

PS AI HDC64K 0820.PDF

1 x IR Emitter
1 x IR Receiver
2 x Velcro adhesive pairs 

1 x HDC64K Receiver (Rx)
1 x HDC64K Transmitter (Tx)
1 x Power Adaptor (12V DC 1A)
1 x User Manual
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